
BUP.R1000S

TANK AND BUND:  
The inner tank provides the required storage area, 
the outer tank forms the required bund, with 
capacity for 110% of the total liquid being stored. 
The tank is suitable for storage of Diesel, Kerosene, 
Water and certain other oils.  Please check before 
usage. 
 
THIS TANK COMPLIES WITH:  
OFTEC requirements and Oil Pollution Prevention 
Guidelines (England and Wales) 2002 PPG2.  
CE approved. 
 
SPECIFICATIONS:  
• Tough polyethylene plastic 
• 2” inlet, 4” inspection hatch with 18” outer lid 
• 1” bottom outlet 
• 1000 litres (220 galls) capacity 

• Lockable outer lid 
• Tank contents gauge (optional extra) 
• Outlet filter kit (optional extra) 
• 12 year warranty 
 
DIMENSIONS:  
Length: 1830mm 
Width:    610mm 
Height: 1570mm 
Weight:    130kg 
 
RECOMMENDED BASE SIZE:  
Length: 2430mm 
Width:  1210mm 

1000 LITRE BUNDED PLASTIC OIL TANK
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BUNDED PLASTIC OIL TANK  

EQUIPMENT OPTIONS 
 

TANK CONTENTS GAUGES:

Watchman Sonic 
GA.WA.ST

Watchman 
GA.WA.AL

Clock Face 
GA.CG.4

OUTLET FILTER KITS:

Advanced 
AC.TFK.A

90° 
AC.TFK.90

90° Tee 
AC.TFK.90T

Parallel Tee 
AC.TFK.PT

Parallel Tee 3 Gang 
AC.TFK.PT.3

Straight Tee 
AC.TFK.ST

Parallel Tee 4 Gang 
AC.TFK.PT.4


