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TECHNICAL DATASHEET

1. TCS Geotechnics is a trading name of Technical Civils Solutions Ltd
2. TCS Geotechnics Ltd reserves the right to alter product specifications without prior notice.
3. It is the responsibility of all users to satisfy themselves that the above data is current.
4. The above figures are average values obtained from testing to current EN ISO standards
5. TCS Ltd cannot accept responsibility for the performance of these products as the conditions of use are beyond our control.
6. Installation details are available on request.
7. MD...Machine direction        CD...Cross direction

PRODUCT DESCRIPTION

PROPERTY STANDARD  UNITS VALUE TNW1100
   MECHANICAL

UNIT TENSILE STrENGTH  (MD/CD) EN 10319 kN/m AVErAGE 8/8
TENSILE ELONGATION (MD/CD) EN 10319 % AVErAGE 45/45

RESISTANCE TO STATIC PUNCTURE EN ISO 12236 N AVErAGE 1500
DYNAMIC PERFORATION RESISTANCE EN ISO 13433 mm AVErAGE 36

   HYDrAULIC
CHARACTERISTICS OPENING SIZE (090) EN ISO 12956 µm AVErAGE 100

WATEr PErMEABILITY VIH50 EN ISO 11058 mm/sec AVErAGE 130
WATER FLOW RATE EN ISO 11058 l/(m²-sec) AVErAGE 130

WATER FLOW 
CAPACITY IN THE
PLANE (MD/CD)

HG 1.0 AT 20kPa
EN ISO 12958 10 -4l/(m-sec) AVErAGE

37/25
HG 1.0 AT 100kPa 2.2/3.8
HG 1.0 AT 200kPa 1.7/1.3

   ENDUrANCE
WEATHErING rESISTANCE EN 12224 %rETAIN STrENGTH AVErAGE 90

RESISTANCE TO LIqUIDS - ACID EN 14030 %rETAIN STrENGTH AVErAGE 90
RESISTANCE TO LIqUIDS - ALkALINE EN 14030 %rETAIN STrENGTH AVErAGE 90

OxIDATION RESISTANCE EN ISO 13438 %rETAIN STrENGTH AVErAGE 90
RESISTANCE TO SOIL bURIAL EN 12225 %rETAIN STrENGTH AVErAGE 90

  PHYSICAL
MASS/UNIT ArEA EN 9864 gr/m² AVErAGE 100
THICkNESS (2kPa) EN 9863-1 mm AVErAGE 0.8

  STANDARD PACkING
ROLL WIDTH MEASUrED m TYPICAL 4.5

ROLL LENGTH MEASUrED m TYPICAL 100

A UV stabilized, needle punched, nonwoven geotextile produced from 100% polypropylene staple fibers.

USES & FUNCTIONS
Used in many civil engineering and building applications. Designed to offer filtration and 
separation functions.

Typical applications for TNW non woven geotextiles include:
• As a general purpose separator for use under site access roads and areas of hardstanding.
• As a separation and strengthening layer under new roadways, car parks, industrial units etc.
• As a filter surround in the construction of a French drain or granular drainage blanket.
• For separation: to prevent the intermixing of dissimilar soil layers.
• For filtration: to allow the passage of fluids whilst preventing the uncontrolled passage of soil.

tnw
non woven geotextile

$$$/Dialog/Behaviors/GoToView/DefaultURL
https://plus.google.com/u/0/b/101208059201995633250/101208059201995633250/posts/p/pub
https://www.linkedin.com/company/5142986?trk=tyah&trkInfo=clickedVertical%3Acompany%2CclickedEntityId%3A5142986%2Cidx%3A2-1-2%2CtarId%3A1456995112037%2Ctas%3Atcs%20geo
https://plus.google.com/u/0/b/101208059201995633250/101208059201995633250/posts/p/pub
https://plus.google.com/u/0/b/101208059201995633250/101208059201995633250/posts/p/pub
https://www.linkedin.com/company/5142986?trk=tyah&trkInfo=clickedVertical%3Acompany%2CclickedEntityId%3A5142986%2Cidx%3A2-1-2%2CtarId%3A1456995112037%2Ctas%3Atcs%20geo
https://plus.google.com/u/0/b/101208059201995633250/101208059201995633250/posts/p/pub

	BONARDatasheets
	TECHDRAIN datasheets
	TECHLINE datasheets
	GRASS PAVIOUR datasheets
	ROOTLINE datasheets
	NON WOVENS datasheets
	WOVEN datasheets
	GEOMEMBRANE datasheets
	BONAR datasheets
	TENCATE datsheets
	GRASS PROTECTION datasheets
	CLAY LINERS
	FORMPAVE datasheets
	GABION DATASHEETS
	EROSION MATS DATASHEETS
	GEOCELLULAR CONFINEMENT datasheets
	NEWT BARRIER
	ATTENUATION CRATES
	ASPHALT REINFORCEMENT

	Button 763: 
	Button 764: 
	Button 765: 
	Button 766: 
	Button 767: 
	Button 768: 
	Button 769: 


